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PNT-LP - Perimeter Natural Convection Terminal (Electric - Low Profile) with RBG

NOTE: RBG ORDERED SEPARATELY. NOMINAL GRILLE SIZE = L X W

ITEM PART NAME

1 ELECTRIC COIL

2 MODULAR POWER CONNECTOR - POWER T CABLE (OPT)*

3 MOTORIZED VAV DAMPER

4 24V ACTUATOR - SIEMENS GDE 131.1P

5 CONTROLS ENCLOSURE

6 PEDESTAL SUPPORT BRACKET 

7 PEDESTALS ( ORDERED SEPARATELY)

8 ROLL-UP BAR GRILLE (ORDERED SEPARATELY)

PARTS LIST

FEATURES:
- 20 GA Steel Construction, Black Finish
- Drop-in installation from room side. Pedestal brackets pre-installed
- Comes with plenum rated control cable 25ft length. Optional lengths of
  15ft or 35ft available
- Optional Power T cable
- Continuous roll up bar grille available in anodized finish or painted finish
  to match curtain wall mullions
- Multiple finned strip heaters supplied on longer units
- Optional 0.500" internal fiber-free acoustic liner
- Control wiring and low voltage daisy chain wiring by others
- Disconnect switch and automatic thermal reset included
- Various plenum border finish options available including anodized and
  custom colors
- Plenum border finish should match the RBG grille finish

HEATER CONTROL TYPE:
  STG - SINGLE STAGE HEAT

HEATER ELEMENT:
� 120/1/60 ELECTRICAL
� 208/1/60 ELECTRICAL
� 240/1/60 ELECTRICAL
� 277/1/60 ELECTRICAL

POWER CONNECTION TYPE:
� TERMINAL BLOCK
� POWER T CABLE (MODULAR POWER DISTRIBUTION)
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48 X 11

(1219 X 254)

47 ⅞

(1216)
    200      300      400 750 1000

72 X 11

(1829 X 254)

71 ⅞

(1826)
    200      300      400 1000 1500

96 X 11

(2438 X 254)

95 ⅞

(2435)
    400      600      800 1500 2000

MAX. EC                  

(W)

ROUGH OPENING

NOM L X W

AIR VALVE

SIZE (CFM)

LENGTH

A

MIN. EC              

(W)

�

AMPS MCA MOP AMPS MCA MOP AMPS MCA MOP AMPS MCA MOP

48 6.3 - 8.3 7.8 - 10.4 15 3.6 - 4.8 4.5 - 6.0 15 3.1 - 4.2 3.9 - 5.2 15 2.7 - 3.6 3.4 - 4.5 15 750 1000

72 8.3 - 12.5 10.4 - 15.6 15 - 20 4.8 - 7.2 6.0 - 9.0 15 4.2 - 6.3 5.2 - 7.8 15 3.6 - 5.4 4.5 - 6.8 15 1000 1500

96 12.5 - 16.7 15.6 - 20.8 20 - 25 7.2 - 9.6 9.0 - 12.0 15 6.3 - 8.3 7.8 - 10.4 15 5.4 - 7.2 6.8 - 9.0 15 1500 2000

MAX. EC            

(W)

MIN. EC            

(W)

NOMINAL 

LENGTH

120-1V 208-1V 240-1V 277-1V


