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COOLING MODE
HEATING MODE

ITEM PART NAME

1 BAFFLE DIVIDER

2 HYDRONIC COIL

3 0.875" COPPER CONNECTION

4 REMOVABLE END CAP

5 MOTORIZED VAV DAMPER (OPT)

6 24V ACTUATOR (OPT)

7 PEDESTAL SUPPORT BRACKET (OPT FOR 1000 STYLE PLENUM)

8 PEDESTALS (OPT, ORDERED SEPARATELY)

PARTS LIST

1

NOTE: PEDESTAL SUPPORTED
            (NON-FLANGED STYLE PLENUM) SHOWN

� PNT W/ VAV DAMPER

1.000 (25) OD 0.875 (22) OD

.875 (22) OD
     (TYP)

1.875 (48)
3.125 (79)

1

2

4

5

6

7

7

B

COIL TYPE GAP B

FIN TUBE 2          (75)

FIN TUBE  W/ MPT 2          (52)

FIN PACK 3          (78)

FIN PACK W/ MPT 2          (56)

15
16�

1
16�

1
16�

3
16�

TOP VIEW

3

FIN TUBE COIL CONNECTION TYPE:
 � 3/4" NOM DIAONE END SWAGED/OTHER END STRAIGHT

  (STD)
 � 3/4" NOM DIA STRAIGHT ENDS
 � 3/4" NOM THREADED MPT CONNECTION

FIN PACK COIL CONNECTION TYPE:
 � 3/4" NOM DIA. STRAIGHT ENDS
 � 3/4" NOM THREADED MPT CONNECTION

FEATURES:
- 20 GA Steel Construction, Black Finish
- Drop in installation from room side. Pedestal brackets pre-installed
- Comes with plenum rated control cable 25ft length. Optional lengths of
  15ft or 35ft available
- Multiple modular connection options for field daisy-chaining between
   the terminals
- Continuous linear grille available in anodized finish or painted finish to
  match curtain wall mullions
- Power Supply Module is pre-wired in separate enclosure to accomodate
control wiring
- Hot water fin pack (multiple rows)
- Optional 0.500" internal fiber-free acoustic liner
- Control valves and associated piping for water coil by others
- Control wiring and low voltage daisy chain wiring by others
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PLENUM STYLE

L W

48 X 10

(1219 X 254)

47 ⅞

(1216)

9 ⅞

(251)
    200      300      400 3

72 X 10

(1829 X 254)

71 ⅞

(1826)

9 ⅞

(251)
    200      300      400      600 4

96 X 10

(2438 X 254)

95 ⅞

(2435)

9 ⅞

(251)
    400      600      800 5

ROUGH OPENING

NOM L X W

AIR VALVE

SIZE (CFM)

PEDESTAL 

BRACKET QTY 

(OPT.)

PLENUM DIMENSION

�

�

�

� FL - FLARED PLENUM

NOTE: LBG ORDERED SEPARATELY.
            NOMINAL GRILLE SIZE = L - 0.250"(6) X 9.750"(248)
            LBG ACCESSORIES REQUIRE SPECIAL CONFIGURATIONS

10.875

10.375
 (264)

         PEDESTALS
(ORDERED SEPARATELY)

A

DETAIL A

FRAMED EXTRUSION

    GASKET
(BY OTHERS)

             RBG
(ORDERED SEPARATELY)

NOTE: RBG ORDERED SEPARATELY.
            NOMINAL GRILLE SIZE = L X 11.000"(279)

0.850
  (22)

PEDESTAL SUPPORT BRACKETS
     (FACTORY SUPPLIED)

2

� � �

� � �

� � �

�

L W

48 X 11

(1219 X 279)

47 ⅞

(1216)

10 ⅞

(276)
    200      300      400 3

72 X 11

(1829 X 279)

71 ⅞

(1826)

10 ⅞

(276)
    200      300      400      600 4

96 X 11

(2438 X 279)

95 ⅞

(2435)

10 ⅞

(276)
    400      600      800 5

ROUGH OPENING

NOM L X W

PLENUM DIMENSION AIR VALVE

SIZE (CFM)

PEDESTAL 

BRACKET QTY 

(OPT.)

�

�

�

� � �

� � �

� � �

�

10.375
  (264)

� NF - NON-FLANGED PLENUM

  9.875
  (251)

� F - FLANGED PLENUM

0.850
 (22)

LBG - LINEAR BAR GRILLE
125/187 BORDER STYLE 
(ORDERED SEPARATELY)

         PEDESTALS
(ORDERED SEPARATELY)

PEDESTAL SUPPORT BRACKETS
     (FACTORY SUPPLIED)

  9.875
   (251)

LBG - LINEAR BAR GRILLE 
1000 BORDER STYLE
(ORDERED SEPARATELY)

10.375
  (264)

DETAIL B

DETAIL C

       OPTIONAL
PEDESTAL BRACKETS

B

C


